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A & A DI MEDIO & SON (AUST) PTY LTD



10-12 LAKEWOOD BLVD



BRAESIDE    3195



PHONE: 03 9580 3768   FAX: 03 9580 3739





Email: info@aadspl.com.au 
A.B.N. 75 109 451 336
	QUOTE
	Concrete Rebuild Barrel Specifications
	

	 DATE:
	                                   AGI TYPE: 
	

	 
	 
	

	CONTACT:
	
	

	 
	                        FROM : A & A DI MEDIO & SON (AUST) Pty Ltd
	

	 
	
	

	 
	LIGHT
	

	Skin
	4 mm K1042
	

	Fins
	4mm K1042 
	

	Flares
	5mm 350 grade steel
	

	Manholes
	Two large circular manholes for easy access
	

	Bowl Guard
	Fitted for safety right hand side
	

	Gearbox flange ring
	24 bolt type or   12 bolt type    10.9 bolts used
	

	Bowl Angle
	 13 degrees  or   15 degrees
	

	Ass end
	S / Hand to suit, as has an existing  ass end no machining required
	

	Dished End
	S / Hand and reinforced to last the barrel skin
	

	 
	SANDBLASTING & PAINTING
	

	Sandblasting
	Class 2.5 and contaminants removed
	

	Undercoat
	2 Pak epoxy primer
	BARREL

	Painting
	2 Pak top coat polyurethane
	PRICE

	 
	FRAME - 
	

	Chassis Rails
	
	

	Rear "A" Frame
	
	

	Front Pedestal
	
	

	Swivel Chute
	
	

	Loading Hopper
	
	

	Chute Jack
	
	

	Chute Rack
	
	

	Guards
	
	

	Ladder & Platform
	
	

	 
	EXTRAS
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	


FOLLOWING ARE OUR TERMS & CONDITIONS OF TRADE

IF YOU ACCEPT THIS QUOTE PLEASE SIGN HERE____________________FAX BACK 03 9580 3739

PLS SUPPLY P.O. #
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